
REGULATORS

Regulators
SINGLE STAGE

ESS4
High Capacity
DESIGN/CONSTRUCTION

High impact ABS  
gauge guard
1.5" (40 mm) gauges  – 
steel
2.7" (68.6 mm) diaphragm 
– fabric reinforced neoprene

DIMENSIONS
6.8" W x 4.4" H x 3.9" D
(172.7 mm x 111.8 mm x 99.1 mm)

WEIGHT
4.0 lb (1.81kg)

Gas Service Part No. Model No. Delivery Range 
(psig)

Air,  
Oxygen,  
Inert Gas

0781-5142 ESS4-125-346 5-125
0781-5145 ESS4-200-346 10-200
0781-5154 ESS4-40-540 2-40
0781-5127 ESS4-125-540 5-125
0781-5161 ESS4-125-540L 5-125
0781-5131 ESS4-200-540 10-200
0781-5143 ESS4-125-580 5-125
0781-5144 ESS4-200-580 10-200
0781-5152 ESS4-200-580L 10-200
0781-5146 ESS4-125-590 5-125

British Oxygen
0781-5128 ESS4-125-992 5-125
0781-5155 ESS4-200-992 10-200

Methane/Hydrogen
0781-5137 ESS4-125-350 5-125
0781-5138 ESS4-200-350 10-200

Carbon Dioxide 0781-5147 ESS4-200-320 10-200

Acetylene

0781-5133 ESS4-15-300 2-15
0781-5160 ESS4-15-300L 2-15
0781-5140 ESS4-15-410 2-15
0781-5132 ESS4-15-510 2-15
0781-5134 ESS4-15-993 2-15

Acetylene (longer swivel) 0781-5159 ESS4-15-510L 2-15

L.P. Gas
0781-5135 ESS4-40-510LP 2-40
0781-5136 ESS4-125-510LP 5-125
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ESS4 FLOW DATA

ESS3
Medium Capacity
DESIGN/CONSTRUCTION

High impact ABS gauge guard
1.5" (40 mm) gauges – steel
2" (50.8 mm) diaphragm – fabric 
reinforced neoprene. 

DIMENSIONS
6.6"W x 4.4"H x 3.6"D  
(167.6 mm x 111.8 mm x 91.4 mm)

WEIGHT
3.5 lb (1.59 kg)

Gas Service Part No. Model No. Delivery Range 
(psig)

Air, Oxygen,  
Inert Gas

0781-5115 ESS3-125-346 5-125
0781-5100 ESS3-125-540 5-125
0781-5122 ESS3-40-580 2-40
0781-5116 ESS3-125-580 5-125

Acetylene
0781-5106 ESS3-15-300 2-15
0781-5105 ESS3-15-510 2-15

L.P. Gas
0781-5108 ESS3-40-510LP 2-40
0781-5109 ESS3-125-510LP 5-125

Methane Hydrogen
0781-5110 ESS3-40-350 2-40
0781-5111 ESS3-125-350 5-125

Carbon Dioxide 0781-5121 ESS3-125-320 5-125

STAGE 3STAGE 2STAGE 1

SINGLE IMPACT POINT SHOCK ABSORBING KNOB

3-Stage Crumple Zone
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ESS3 FLOW DATA
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U.S. Customer Care:  1-800-426-1888  /  FAX 1-800-535-0557  
Canada Customer Care:  1-905-827-4515  /  FAX 1-800-588-1714

Mi PC
Resaltar

Mi PC
Resaltar


